4 MP WDR Mini Dome
Network Camera

. 4 MP High resolution

. FullHD 1080p

. Dual Video Streams

. 2.8mmFixed Lens

. 120 dB wide Dynamic Range

. 3D Digital Noise Reduction

. 3-Axis Adjustment

. 12VDCand PoE

. supports H.264+

. Upto 10 meters IR Range

. IP67 Weatherproof Protection
. IKO8 Vandal resistant

. Built-In Microphone, Audio Output, Alarm |/O
. Wireless Option (-IWS)
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A

M\V/IDEOTEKNIKA

1/3" progressive scan CMOS

0.01 lux @ (f/1.2, AGC on), 0 lux with IR
0.028 lux @ (f/2.0, AGC on), 0 lux with IR
1/3sto 1/10,000 5

28 mm, 4 mm, 6 mm @ f/2.0

106° (2.8 mm)

M12

IR cut filter with auto switch

3D DNR

120 dB

Pan: -30° to 30°, tift: 0 to 75°, rotation: 0 to 360°

H.264MJPEGH 264+

Main profile

32 Kbps to 16 Mbps

Supported

G.711/G.722 1/G 726/MP2L.2

64 Kbps (G.711)16 G722 1)16 (G3.726)/32 to 128
thslfmgm /16 Kbps ( )16 Kbps (G.726)/32

2688 x 1520

20 fps (2688 x 1520), 30 fps (1920 x 1080), 30 fps (1280 x 720)
Rotate mode, saturation, brighiness, contrast, sharpness
adjustable by client software or Web browser

Supported, zone configurable

Supported

NAS (supports NFS,SMB/CIFS), ANR

Motion detection, tampering alarm, network disconnect, IP
address conflict, storage exception

TGPAP, UDP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS,
RTP, RTSP, RTCP, PPPoE, NTP, UPnP, SMTP, SNMP, IGMP,
802.1X, QoS, IPv6, Bonjour

One-key reset, flash-prevention, dual stream, heartbeat,

mirror, password protection, privacy mask, watermark, IP
address filtering. anonvmous access

ONVIF (PROFILE S, PROFILE G), PSIA, CGl, ISAPI

1 R-J45 10M/100M Ethemet port

Built-in microSD/SDHC/SDXC slot, up to 128 GB
1x alarm 1/O

Built-in microphone and 1x audio output

Yes

IEEEB02 11b, B02.11g, 802.11n

24 GHz to 24835 GHz

20/40 MHz support

802 11b: CCK, QPSK, BPSK, 802.11g/n: OFDM

64/128-hit WEP, WPA/WPA2, WPA-PSK/IWPA2-PSK, WPS

11b: 17 +1.5dBm @ 11 Mbps 11g: 14+1.5 dBm @ 54 Mbps 11n:
12.5¢15dBm

11b: 90dBm @ 11 ical) 11g: -75 dBm @ 54 Mpbs
(typical) 11n: -74 dBm lyp} 1t P

11b: 11 Mbps, 11g: 54 Mbps, 11n: up to 150 Mbps

50 meters  *The performance varies based on actual environment.

-30° C 10 60° G (-22° F to 140° F), humidity 95% or less (non-
12 VDC +10%, PoE (802 3af)

Maximum 5 W, maximum 9 W with pan and tilt
Approximately 10 meters

P67

IEC60068-275Eh, 20J; EN50102, up to K08

99.3 mm x 96.7 mm x 52.8 mm (391" x 3.81" x 2.08")

600 g (1.32 Ibs)



